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On July 23, 1973, the staff of Ohio Rubber Company and Peabody
Engineering Company met concerning treatment of the liquid waste and
odor control at the rubber reclaimation plant. We feel that a liquid

.incineration device will be an economical solution to the above prob-
lem. Fume incineration for odor control can be accomplished in the .
same unit using ventilating air from certain operations in the plant
as combustiion air for the burning process.

ATIN: Mr. Eldon Spencer

Gentlemen:

A composite sample of the condensate from the three devulcani-=
zation tanks was obtained and is being analyzed for heat value, sulfur
and chloride, metal and water content by Commercial Testing and Engi-
neering Company, Cleveland, Ohio. We expect to have final results of
the tests on Monday, August 6, 1973. These results will be sent to
Peabody Engineering immediately for a final evaluation and recommen-
dation. The presence of large sulfur and chloride concentrations
will warrant the addition of exhaust scrubbing equipment.

Prior to final design of the above incineration equlpment the
._follow1ng conditions will have to be met:

a. Condensate flows must be re-evaluated to insure proper
sizing of the liquid handling facilities. Mr. Chuck
Sandburg has indicated an orifice in the influent steam
line to the devulcanization tanks can be replaced and
steam flow metered the next time the units are shut down
for maintenance. . This work should be scheduled as soon
as possible to finalize the quantltles of condensate and
blow down to be. treated.

b.. Our inspection shows that certain equipment, such as the
strainer, result in the release of gases which are drawn
off and exhausted to atmosphere. We feel that these



vertilators are the major source of the odor problem with
the exception of those periods when the devulcanization
units are being blown down. Collection of the gases will
regrire new duct work and more efficient hooding to reduce
the volume of air to the incinerator.

Once\wehave obtained the necessary information concerning
volumes of liquid and air flow to the incinerator, we will proceed
immediately with design and engineering of the proposed facilities.
Peabody Engineering will have a firm proposal to you within two weeks
concerning the equipment required, equipment and installation cost
and delivery date. We are prepared to start immediately on the de-
sign of condensate collection and storage system, and reworking of

" duct work once the flow conditions have been verified. Peabody Engi-

neering estimates that four weeks are required for engineering and
shop drawing. Fabrication of the equipment will require twelve weecks.

~'We estimate that the unit will be operational by January, 1974.

We are making every effort on our part to see that no additional

‘delays are encountered. Should you have any questions on the above

matter, please do not hesitate to call.

)

Very truly yours,
FRANK A. THOMAS & ASSOCIATES, INC.

Cat i 4M

Carl M. Seifried
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